ProTEC

Concrete Structural Insulated Panel System



Step 1. Anchor the steel sill channel to the slab or foundation wall, per
local code requirements. In the absence of a local code requirement, the
steel sill channel shall be anchored to the slab or foundation with 1/2 inch
diameter wedge bolts placed 3 feet on center and not more than 12 inches
from corners.



| Step 2. Set one section of the panel corner unit on the base channel and
install the steel angles.




Step 3. Fit the second section of the panel corner unit to the steel angles -
and on to the sill channel, making sure that it is snug to the first section of
the corner unit. Be certain the panel corner units are snug, square and
plumb. Using the proprietary screws, attach the panel corner units to the
sill channel in the bottom corners. Using pneumatic nails attach both panel
comner sections to the steel angles. Do not install the top-most fasteners at
this time. The top-most fasteners are intended to connect the corner unit
and subseqguent panelsto the steel top plate, and will be installed at a later
time.




Step 4. Insert an H-stud into each side of the comer unit.




Step 5. Set panel onto the sill channel and against the corner unit. Repeat
this process on the other side of the corner unit. Plumb the corner unit
and panels. Using the screw fasteners, connect the comer unit and panels
to the H-studs and sill channel. Check the panel to verify that it is plumb,
level and in the correct position. Then screw off the bottom corners and
the center of the panel edge to the H-stud, half "H", cormer angle and sill

channel. Next, nail the rest of the panel off, both inside and out, every 8
inches on center.




Step 6. Install the half "H" from sill to top of panel. Connect
the window base half "H" with pan head screws.

Using fasteners, connect the channel to the panel. Do not install the fasteners
where the header will be installed. -




Step 7. Set the window base panel onto the sill channel and against the
previously installed panel. Insert the steel window sill channel into the top
of the window base panel and the window base half "H" into the open
end of the window base panel. Using the fasteners, connect the window
base panel to the window sill, half "H" and sill channels




Step 8. Connect the full steel half "H" to the window base channel
with pan head screws. Set the panel onto the sill and into the half
"H", Screw off amd nail the full panel to the half "H".




Step 9. Install the window header channel into the opening and connect
it to the half "H"s with pan head screws.































